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Specifications
Model Number DC-430MA

Accuracy Grade MDD: CLASS IIa
NAWI: CLASS III

Power Source
AC adapter: CINCON TR30M120 (centre plus)
Input:100 – 240V   0.6-0.4A 47-63Hz 
Output:12V   2.5A

Electric Current Range 25VA

Impedance 
Measurement

Measurement System Dual-frequency 4 electrode
Measurement Frequency 6.25kHz / 50kHz
Measurement Current Up to 90μA
Electrode Materials Stainless steel
Measurement Part Between both feet
Measurement Range 150.0 to 1,000.0Ω (0.1Ω increments)
Accuracy at First 
Calibration ±2%

Weight 
Measurement

Measurement System Strain gauge load cell
Maximum Capacity 270kg  (including preset tare value)
Minimum Graduation 0.1kg
Accuracy at First 
Calibration ±0.2kg

Display LCD screen

Interface
USB B-type connector (device)
RS-232C
SD card

Usage
Conditions

Range

Temperature 5˚C to 35˚C
Relative Humidity 30% to 80% (non-condensing)
Maximum Altitude 2,000m ASL
Atmospheric Pressure 86kPa to 106kPa

Storage
Conditions

Range

Temperature -10˚C to 60˚C
Relative Humidity 10% to 90% (non-condensing)
Atmospheric Pressure 70kPa to 106kPa

Product 
Weight

Remote Display Version 7kg
Column Mounted Version 13.5kg

Product Size
Platform 360mm x 360mm x 94mm
Height  
(Column Mounted Version) 1070mm
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Input Items

Clothes Weight 0.0kg to 10.0kg (0.1kg increments) 
ID No. 16 digits
Gender Female / Male 
Body Type Standard / Athletic *1

Age 5 to 99 years
Height 90.0cm to 249.9cm (0.1cm increments)
Target Body Fat % 4% to 55% (1% increments)

Output Items

ID No. 16 digits
Gender Female / Male 
Body Type Standard  / Athletic *1

Age 5 to 99 years
Height 90.0cm to 249.9cm (0.1cm increments)
Clothes Weight 0.0kg to 10.0kg (0.1kg increments) 
Weight 2.0kg to 270.0kg (0.1kg increments) 
Fat % 3.0 to 75.0% (0.1% increments)
Fat Mass 0.1kg increments
FFM 0.1kg increments
Muscle Mass 0.1kg increments
BMI 0.1 increments
Bone Mass *2 0.1kg increments
Metabolic Age*2 1y increments
Basal Metabolic Rate *2 1kcal / 1kJ increments
Visceral Fat Rating *2 1 to 59 (1 increments)
TBW 0.1kg increments
TBW % 0.1% increments
Phisique Rating *2 1 to 9
Bioelectrical Data Resistance / Reactance

*1 	Athletic mode can be selected only 18-99 years old	
*2 	18-99 years
The product design and specifications may be changed at any time without prior notice.



Disposal

This equipment is an electronic device.
Please dispose of this equipment 
appropriately , not as general household 
waste. Be sure to follow the regulations in 
your area when disposing of this equipment.

©2015–2016 TANITA Corporation DC4307601(1)-1604FA

This product meets the following requirements ;
1.	 Non-Automatic Weighing Instruments (2014/31/EU)
2.	 Medical Device Directive (93/42/EEC)
3.	 RoHS Directive (2011/65/EU)

<EU Representative>
TANITA Europe B.V.
Hoogoorddreef 56-E, 1101 BE Amsterdam, 
the Netherlands
TEL: +31-(0)20-560-2970
FAX: +31-(0)20-560-2988
www.tanita.eu

<Manufacturer>
TANITA Corporation
1-14-2 Maeno-cho, Itabashi-ku, 
Tokyo 174-8630 Japan
TEL: +81-(0)3-3968-7048
www.tanita.co.jp

TANITA Corporation of America, Inc.
2625 South Clearbrook Drive,
Arlington Heights, Illinois 60005 U.S.A.
TEL: +1-847-640-9241
FAX: +1-847-640-9261
www.tanita.com

TANITA Health Equipment H.K. Ltd.
Unit 301-303, Wing On Plaza, 3/F., 
62 Mody Road,
Tsimshatsui East, Kowloon, Hong Kong
TEL: +852-2834-3917　
FAX: +852-2838-8667
www.tanita.asia

TANITA India Private Limited
A-502, Mittal Commercia, Off. M.V. 
Road (Andheri Kurla Road),
Marol, Andheri-East, Mumbai 400059, 
Maharashtra, India
TEL: +91-771-801-1511 / 
 +91-771-801-1382
FAX: +852-2838-8667
www.tanita.co.in

TANITA (Shanghai) Trading Co., Ltd.
Room 8005, 877 Huai Hai Zhong Lu, 
Shanghai,
The People’s Republic of China
TEL: +86-21-6474-6803
FAX: +86-21-6474-7901
www.tanita.com.cn


