
 

 

 

 

Instruction manual 

MC-580 & Printer set up 

 

 
 
 
 
 
 
 
 

 



 

 

 

 

Connect to power supply: 

 
Turn on the main power supply: 

 
Set Location code: 

 

 
 
 
 



 

 

 

 

Set date and time: 

 
 
Setting Printer Output: 

• Press and hold the ‘arrow down’ button for 5 seconds  

• Select SETTINGS 9 OUT PUT (press arrows up and down to scroll through the menu) and 

press SET 

• In menu AUTO PRINT select 1 for printing results once, select 2 for printing the results 

twice. Press SET 

 

 
 
 
 
 
 
 
 
 
 
 



 

 

 

 

 
Printer Set up: 

• Set thermal paper roll 

 
• Connect Printer Adapter to main power supply 

• Connect Printer and device with RS-232C cable 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

 

 

Taking measurements: 
1. Turn on the power supply  

2. Set clothes weight: 

 

 
3. Start measurement: 

Make sure the Control Unit reads 0,0 kg then step barefoot onto the platform 

 

 



 

 

 

 

4. Set personal data: 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

 

 

5. Step back on the device and lift up the grips: 

 
When the measurement is completed, the display will show ‘Please wait’ after about 5 
seconds the results will be printed.  
 
 
 

 


